
                            
Internationaler Fachverband für BESA I ZVR Nr. 975047937 
Hauptstraße 1, A-4861 Kammer-Schörfling am Attersee / Austria 
Tel.: +43-664-73152899 I E-Mail: info@ifvbesa.at 

 

1 PROJECT REPORT to PROJECT P51 8.0 company IPC Europe UG 
 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

IFVBESA 

Information is crucial 

P51 8.0 BESA-Project 
Energy increase  

Hi Energy Wand Pro 400 

mailto:info@ifvbesa.at


                            
Internationaler Fachverband für BESA I ZVR Nr. 975047937 
Hauptstraße 1, A-4861 Kammer-Schörfling am Attersee / Austria 
Tel.: +43-664-73152899 I E-Mail: info@ifvbesa.at 

 

2 PROJECT REPORT to PROJECT P51 8.0 company IPC Europe UG 
 

 

 

 
 
 
 

BESA-Project to expert opinion P51 8.0 
 

Bioenergetic system analysis within the framework of the  

BESA seal of approval about the effectiveness  

of the product "Hi Energy Wand Pro 400  

for energy increase in case of  

degenerative energy deficiency 

  

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

mailto:info@ifvbesa.at


                            
Internationaler Fachverband für BESA I ZVR Nr. 975047937 
Hauptstraße 1, A-4861 Kammer-Schörfling am Attersee / Austria 
Tel.: +43-664-73152899 I E-Mail: info@ifvbesa.at 

 

3 PROJECT REPORT to PROJECT P51 8.0 company IPC Europe UG 
 

 

 

 
 
Client:  
Company IPC Europe UG  
Mr. Norbert Heuser  
Schwarzwaldstraße 48 
D-77866 Rheinau  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Project participants:  

Project leader:  Wolfgang Albrecht, president and scientific director of IFVBESA 

Test person:  Eva Krankl, vizepresident and deputy scientific director of the 
IFVBESA 

Proband:  4 anonymous test persons 

other participants:   none  

Project location:  Location of IFVBESA (international professional association for 

bioenergetic system analysys), Hauptstraße 1, A-4861 
Kammer/Schörfling am Attersee  

Date:    22.10.2020 until 13.11.2020  

Project duration:  21 Days 
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Importend notes 

The client has the right to use this expert opinion. Irrespective of this, this expert opinion represents 
intellectual property of IFVBESA as the contractor. The contractor is entitled to use this expert opinion 
for other purposes, if this does not violate the client's data protection and confidentiality obligations. 
Apart from this, this expert opinion, with the exception of the "authorized abridged version", may not 
be changed or passed on in abridged form without the consent of the IFVBESA. The order for this 
project refers to bioenergetically measurable values and their interpretation according to the 
guidelines of BESA or the IFVBESA. The maintenance of the quality of the tested products as well as 
their regular control are the task and responsibility of the client. Investigation of the manufacture, 
mechanism of action or interpretations of the Client's products to third parties are not the 
responsibility or task of the Contractor. Video recordings may only be made with the permission of 
IFVBESA. 
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BESA-legend for the interpretation of BESA measurement results 

The measured value of 50 on the tested meridian represents an optimal energetic state in this 
organ or its subordinate and superordinate levels. Also measured values in the range of 50 to 
max. 70 still count as a neutral and balanced energy status. The organism is able to regulate 
irritations of the system (wrong environmental signals) very well. 

Readings above 70 to 100 represent the inflammatory range or a so-called energy surplus in 
response to the irritation of the system by environmental signals corresponding to it. After 
reaching the maximum values, the energy state tilts into the degenerative (blue) range. 

Readings from below 50 to near 0 represent the so-called degenerative measurement range 
or a lack of energy in response to the stimulation of the system by environmental signals 
corresponding to it. 

Measured values represented by a so-called pointer drop of more than 3 scale lines indicate a 
total deregulation. The influence of certain environmental signals then leads to such strong 
system overloads, which can only be harmonized by corresponding new signals.  

 

BESA-Key figures  

 

  

up to 0,79  verry deep energetic regulation disorder (SSD) energy deficiency 

0,8 to 1,19 strong energetic regulation disorder (SD) degeneration/energy 
deficiency/lack of energy  

1,2 to 1,59  energetic regulation disorder (D) degeneration/lack of energy 

1,6 to 1,99 degenerative transition area (DÜ) 

2,0 to 2,39 optimale regulation (OR) 

2,4 to 2,79 in the regulation (R) 

2,8 to 3,19 partial inflammation = regional energy surplus (PE) 

ab 3,2   total inflammation = strong general energy surplus (TE) 
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Basics of the research project creation P51 8.0 

The international association for bioenergetic system analysis was commissioned by Mr. 
Norbert Heuser to test the effect of the "Hi Energy Wand Pro 400" by means of bioenergetic 
system analysis (BESA) or to prove its effect. The testing took place independently of the 
subjective sensation of the respective test persons. 

Description of the test object "Hi Energy Wand Pro 400" by Mr. Norbert Heuser: 

The "Hi Energy Wand Pro 400" is a technology that can be used as needle-free acupuncture 

on the meridians, meridian end points, on the chakras or other areas of the body or skin. It 

emits a specific spectrum of light that activates meridian energy without contact. In this way, 

the technology of the "Hi Energy Wand Pro 400" improves the overall water balance in the 

organism. This, in turn, strengthens and accelerates micro-blood circulation. In this way, the 

body's own self-healing and thus health shall be promoted. 

This technology is already being used successfully in the following areas: 

− to improve the quality of all beverages  

− to improve the quality of all foods  

− relieves pain after burns  

− relieves pain after sunburn  

− relieves pain after mosquito bites 

− relieves pain after ant bites  

− promotes healing and recovery of wounds  

− energizes water within seconds  

− energizes food within seconds  

− increases general strength and energy 

generell Information transmission 

The information transfer takes place from the hyperspace of the test object to the hyperspace 
of biolo-gical objects (humans, animals, plants). From there, the information reaches the 
reference space or the energy space via so-called interaction channels. This is a union of, 
among other things, all organs and energy forms in the biological object. There, the 
information of the program can dynamically materialize and thus change current states. The 
changes can appear in the form of energization or neutralization of disturbances, dissolution 
of problems, blockages and disharmonies. 
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IFVBESA research support services - BESA reference testing 

The project P51 8.0 deals specifically with the proof of effect of the "Hi Energy Wand Pro 400" 

in the environment of disturbances in the regulatory mechanism on the level of body or 

meridian energy. IMPORTANT: These disturbances can present themselves as traumas or 

imprints in the consciousness or in the energy channels of the meridians, at relevant 

acupuncture points of related organs, or show up in other areas on the body and skin. It should 

be checked whether the "test object" can neutralize the negative perception of the perceived 

disturbances on the organism. 

The test object was tested according to the request of the client within the framework of the 

valid conditions of the IFVBESA for the award of quality seals. Basically, seals of approval are 

awarded in three categories depending on the significance of the test results, taking into 

account all the tests of a project. 

For the "Hi Energy Wand Pro 400" it was to be determined whether by its application already 

indicated stresses in the energy system of the test person (biological system) can be 

neutralized and thus negative pathological states can be replaced by positive states. This was 

questioned in the following commissioned tests of this project. 

− what influence does the light of the "Hi Energy Wand Pro 400" have on the human 

energy system and subsequently on the metabolism of the test person?  

− What influence does the light of the "Hi Energy Wand Pro 400" have on food and on 

drinking water? 

− what influence does the light of the "Hi Energy Wand Pro 400" have on incriminating 

beliefs or imprints. Details about the beliefs can be found at the end of the project. 

− is the light of the "Hi Energy Wand Pro 400", which was recorded by the camera of a 

smartphone (brand Samsung S20) for 30 seconds, able to have a regulatory effect on 

the organism of the test person, which is possibly burdened by the electromagnetic 

interference fields, by reproducing it as a viewed video? 

Research project description 

The reason for the test was to prove the functionality of the "test object" by test results 

obtained by confronting subjects with precisely selected objects in order to significantly prove 

and compare their reactions without the "Hi Energy Wand Pro 400" and with the "Hi Energy 

Wand Pro 400". Subjects were contacted in one or more BEFORE measurements and the 

AFTER measurement, i.e., related to.  

• The BEFORE measurements were made without the "Hi Energy Wand Pro 400“ 

• The AFTER measurement was made with the "Hi Energy Wand Pro 400“ 
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The question in each AFTER measurement was: Is the "test object" suitable and able to 

neutralize the thus perceived negative effects on the organism?  

The correspondingly designed tests were to provide information about this by comparing the 

preliminary measurements without the "test object" with the test results of the post 

measurements carried out using the "test object".  

The concern of the development team around Mr. Norbert Heuser was to have it determined 

whether the "test object" as noted in the product description is suitable to neutralize the 

regulatory disturbances or blockages in the meridian system of biological objects (test 

persons). 

Conditions: 

The BESA tests were performed in the premises of IFVBESA under laboratory conditions, at 

room temperature 20°Celsius, on natural wood floor. The test persons were deswitcht (made 

testable) before the BESA tests or the test possibilities were questioned with the respective 

test person. 

Pos.1   BESA 1 Testing Basic (bioenergetic status) on the test person 

Pos.2   BESA 2 Testing BEFORE of food and drinking water of the house tap water 

system on the test person 

Pos.3   BESA 3 Testing BEFORE after confrontation of the proband with active beliefs 

Pos.4   BESA 4 Testing AFTER confrontation of the test person with the listed stress 

factors with simultaneous application of the "test object" on the test person 

Pos.5  BESA 5 Testing AFTER confrontation of the test person with the light of the 

test object previously filmed on the smartphone 

Pos.5   Evaluation of the results as well as summary in a corresponding expert 

opinion according to the sample 

Procedure and specifications for the implementation 

1. BESA baseline measurement of the test persons at all previously determined 

measurement points (TING points) serve to determine the actual condition. The results 

were determined exactly according to the BESA specifications and documented via the 

BESA graphs.  

2. the test persons were brought into contact with the stress factors depending on the 

project, whereby the sequence discussed with Mr. Norbert Heuser was considered as a 

specification and was adhered to accordingly. In order to be able to determine the current 

energy state, the measuring points mentioned under point 1 were measured in the same 

order and for the same duration during each test. The results were determined exactly 

according to the BESA specifications and documented via the BESA graphs. 
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3. Aktivation of the test object 

3.1. When the "test object" was activated, it was applied to the test person according to 

the instructions of the client. 

3.2. The test person was brought into contact with the stress factors. The measuring points 

mentioned in point 1 were measured in the same order and for the same duration in 

order to determine the current energy state. The results were determined exactly 

according to the BESA specifications and documented via the BESA graphs. 

Test procedure 

BESA 1 Testing BASIC BEFORE as status 

In the first step, a basic bioenergetic test (bioenergetic status) was performed on the meridian 

end points (TING points) of the test persons. 

BESA 2 Testing BEFORE with the respective stress factors 

In the further BESA testing process, the food and drinking water were tested on the subject. 

The questions were: How does the meridian system react? How does the energetic status 

change when confronted with the listed stress factors? What are the differences compared to 

the BESA 1 BASIC test BEFORE? 

BESA 3 Testing AFTER with the „Hi Energy Wand Pro 400“ in confrontation with  the stress 
factors from the BESA tests BEFORE.  

In this BESA test, all the stress factors already tested above were confronted with the "test 

object" and then tested again on the subject. Now the question was: How does the meridian 

system of the test person react within the area of effect of the "test object"? How do the 

objects from the BEFORE testing react after application of the "test object"? 

BESA 4 Testing AFTER confrontation with the light of the „Hi Energy Wand Pro 400“ as 
reflection via eyes on the test person 

In this BESA test, a subject was irradiated with the test object on the thymus. During this 

process, the tested subject looked into the eyes of the energizing subject. The tested subject 

had no visual contact with the light of the "Hi Energy Wand Pro 400". The tested subject only 

concentrated on the reflection of the eyes of his counterpart. Now the question was: How 

does the meridian system of the test person react after reflection of the eyes?  
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Proband 1 

BESA 1 Testing BASIC BEFORE 

BESA 1 Testing BASIC BEFORE as status 

Eva Krankl performed a basic BESA measurement on the subject. All BESA tests were 

performed at the TING points (40 nail fold points on the fingers and toes). 

Goal: The creation of a basic test (status) to represent the energetic initial situation for all 

further BESA tests. 

 

result: 

82 % in the blue area 

  2 % in the red area 

  2 % in the yellow area 

12 % in the green area  

  2 % in the yellow transition area  

 

Conclution: As the graphs and the pie chart show, very many measurement results are in the 

blue, degenerative range (energy deficiency). 

 

 

 

 

 

 

 

 

 

 

 

 

 

BESA-Test evaluation P51 8.0 

from 02-11-2020 at 14:23 to 14:35 (11 minutes) page 11 and 12 

mailto:info@ifvbesa.at


                            
Internationaler Fachverband für BESA I ZVR Nr. 975047937 
Hauptstraße 1, A-4861 Kammer-Schörfling am Attersee / Austria 
Tel.: +43-664-73152899 I E-Mail: info@ifvbesa.at 

 

11 PROJECT REPORT to PROJECT P51 8.0 company IPC Europe UG 
 

 

 

 

 
 

 

 

mailto:info@ifvbesa.at


                            
Internationaler Fachverband für BESA I ZVR Nr. 975047937 
Hauptstraße 1, A-4861 Kammer-Schörfling am Attersee / Austria 
Tel.: +43-664-73152899 I E-Mail: info@ifvbesa.at 

 

12 PROJECT REPORT to PROJECT P51 8.0 company IPC Europe UG 
 

 

 

 

 

 
 

 

 

 

mailto:info@ifvbesa.at


                            
Internationaler Fachverband für BESA I ZVR Nr. 975047937 
Hauptstraße 1, A-4861 Kammer-Schörfling am Attersee / Austria 
Tel.: +43-664-73152899 I E-Mail: info@ifvbesa.at 

 

13 PROJECT REPORT to PROJECT P51 8.0 company IPC Europe UG 
 

 

 

BESA 2 Testing AFTER 

BESA 2 Testing AFTER-the subject receives reflection of the eyes of that person 

who is irradiated with the "Hi Energy Wand Pro 400" at the thymus. 

In the further BESA test procedure, the test person was asked to look into the eyes of another 

person during the BESA test, while this person irradiates himself with the "Hi Energy Wand 

Pro 400". The light beam itself could not be detected by the tested person during the BESA 

test. Can this energizing effect of the person sitting opposite be transferred to the tested 

subject by reflection via the eyes? 

Goal: To determine the reaction of the meridian system on the test person. To determine the 

differences compared to the BESA 1 test BASIC BEFORE. 

 

result: The BESA measurement results show that the reflection of the energy via the eyes of 

the energized person onto the test person enables a significant improvement at the meridian 

end points or at the energetic state. 

100 % in the green area 

Conclution: As the graphs confirm, after applying the above process through the "Hi Energy 

Wand Pro 400", all the measurement points are in the green, optimal and neutralized area 

(balanced energy system). The BESA test results in a significant improvement of the energy 

situation in the meridian system of the test person compared to the BESA 1 tests BEFORE. It 

is shown that the "test object" is able to give the degenerative readings detected in the BESA 

1 testing BEFORE a necessary impulse for neutralization into a life-promoting range. The 

comparisons of the BESA graphs confirm the change and resolution of the stressed red and 

blue acupuncture points on the meridian system of the test subject.  

 

 

 

 

 

 

 

BESA-Test evaluation P51  8.0 

from 02-11-2020 at 16:01 to 16:08 (7 minutes) page 14 and 15 
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Proband 2 

BESA 1 Testing BEFORE 

BESA 1 Testing BASIC BEFORE as status 

Eva Krankl performed a basic BESA measurement on the subject. All BESA tests were 

performed at the TING points (40 nail fold points on the fingers and toes).  

Goal: The creation of a basic test (status) to represent the energetic initial situation for all 

further BESA tests. 

 

result: 

90 % in the blue area 

  7 % in the red area 

  2 % in the green area 

  1 % im gelben Übergangsbereich 

 

Conclution: As the graphs and the pie chart show, very many measurement results are in the 

blue, degenerative range (energy deficiency). 

 

 

 

 

 

 

 

 

  

BESA-Test evaluation P51 8.0 
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BESA 2 Testing AFTER 

BESA 2 Testing AFTER-viewing the light of the "Hi Energy Wand Pro 400" 
recorded by the smartphone as a video 

The light of the test object, the "Hi Energy Wand Pro 400" is filmed (recorded) by Eva Krankl 

on a smartphone at the highest intensity level. Subsequently, the test person views this light 

from the previously recorded video for 30 seconds. This means that during this period, the 

subject looks directly into the light cone via the recording on the smartphone. After 30 

seconds, the effect of this process was tested on the subject. 

Goal: to determine the reaction of the meridian system of the subject after confrontation with 

the light recorded by the smartphone. To determine the differences compared to the BESA 1 

tests BEFORE. 

result: The measurement result shows significant improvements in the meridian end points 

or in the energetic state of the test person.. 

100 % in the green area 

Conclution: As the BESA graphs show, after the application of the light via the smartphone, all 

the measurement points are in the green, optimal and neutralized area (balanced energy 

system). The BESA test results in a significant improvement of the energy situation in the 

meridian system of the test person compared to the BESA 1 tests BEFORE. It can be seen that 

the previously tested stresses on the test person have been neutralized and the light of the 

test object "Hi Energy Wand Pro 400" is able to give the degenerative readings detected in the 

BESA 1 testing BEFORE a necessary impulse for neutralization into a life-promoting range. The 

comparisons of the BESA graphs confirm the change and resolution of the stressed 

acupuncture points. 
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Proband 3 

BESA 1 Testing BEFORE 

BESA 1 Testing BEFORE a BIO Alkalizing Tea 

The BIO Alkaline Tea is introduced into the measuring circuit and tested on the test person. 

All BESA tests are performed on the TING points (40 nail fold points on the fingers and toes). 

Goal: To determine the reaction of the subject's meridian system after confrontation with the 

BIO Alkaline Tea. 

 

 

result: 

100 % in the blue area 

Conclution: As the BESA graphs and the pie chart show, very many measurement results are 

in the blue, degenerative range (energy deficiency). 
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BESA 2 Testing AFTER 

BESA 2 Testing AFTER-BIO Alkaline tea after application of the "Hi Energy Wand 
Pro 400". 

Before BESA 2 testing, the BIO Alkaline Tea was illuminated for 30 seconds with the "Hi Energy 

Wand Pro 400" at the highest intensity. Afterwards, the BIO Alkaline Tea was brought into the 

measuring circuit to be tested on the test person. Ms. Krankl Eva took all BESA tests at the 

TING points (40 nail fold points on the fingers and toes). 

Goal: To determine the reaction of the meridian system of the test person after 

confrontation with the BIO Alkaline Tea energized by the "test object". Determination of the 

differences compared to the BESA 1 tests BEFORE. 

result: The measurement result shows significant improvements in the meridian end points 

or in the energetic state of the test person.. 

100 % in the green area 

Conclution: As the BESA -graphs show, after the application of the test object on the BIO 

Alkaline Tea all measuring points are in the green, optimal or neutral range (balanced energy 

system). The BESA test results in a significant improvement of the energy situation in the 

meridian system of the test person compared to the BESA 1 tests BEFORE. It can be seen that 

the stresses previously tested on the BIO Alkaline Tea have been neutralized and that the "Hi 

Energy Wand Pro 400" is able to give the stressful readings determined in the BESA 1 testing 

BEFORE the necessary impulse for neutralization into a life-promoting range. The comparisons 

of the BESA graphs confirm the change and resolution of the stressed acupuncture points. 
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BESA 3 Testing BEFORE 

BESA 3 Testing BEFORE a BIO banana 

The BIO banana is placed in the measuring circuit and tested on the test person. All BESA tests 

are performed on the TING points (40 nail fold points on the fingers and toes). 

Goal: To determine the reaction of the meridian system of the test person after confrontation 

with the BIO banana. Differences compared to the BESA 1 BASIC tests BEFORE. 

 

 

Result: 

95 % in the blue area 

  5 % in the red area 

 

Conclution: As the BESA graphs and the pie chart show, very many test results are in the blue, 

degenerative range (energy deficiency). 
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BESA 4 Testing AFTER 

BESA 4 Testung AFTER - of the BIO banana after application of the "Hi Energy 
Wand Pro 400". 

Before BESA 4 testing, the BIO banana was illuminated for 30 seconds with the "Hi Energy 

Wand Pro 400" at the highest intensity. Afterwards, the BIO banana was brought into the 

measurement circuit to be tested on the subject. All BESA tests were performed at the TING 

points (40 nail fold points on the fingers and toes). 

Goal: To determine the reaction of the subject's meridian system after confrontation with 

the BIO banana energized by the "test object". Determination of the differences compared 

to the BESA 3 tests BEFORE. 

Result: The measurement result shows significant improvements in the meridian end points 

or in the energetic state of the test person. 

100 % in the green area 

Conclution: As the BESA -graphs show, after the application of the test object on the BIO 

banana all measuring points are in the green, optimal and neutral range (balanced energy 

system). The BESA test results in a significant improvement of the energy situation in the 

meridian system of the test person compared to the BESA 3 tests BEFORE. It can be seen that 

the previously tested stresses on the BIO banana have been neutralized and the "test object" 

is able to give the degenerative readings detected in the BESA 3 testing BEFORE the necessary 

impulse for neutralization into a life-promoting range. The comparisons of the BESA graphs 

confirm the change and resolution of the stressed acupuncture points. 
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BESA 5 Testing BEFORE 

BESA 5 Testing BEFORE the drinking water of the local water line 

¼ liter of drinking water from the local water supply is introduced into the measurement 

circuit and tested on the subject. All BESA testing was done at the TING points (40 nail fold 

points on the fingers and toes). 

Goal: to determine the reaction of the meridian system of the subject after confrontation with 

the drinking water of the local water pipe. 

 

 

Result: 

87 % in the blue area 

 12 % in the red area 

   1 % in the yellow transition area 

 

Conclution: As the BESA graphs and the pie chart show, very many measurement results are 

in the blue and red, degenerative range (energy deficiency). 
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BESA 6 Testing AFTER 

BESA 6 Testing AFTER the drinking water of the local water pipe after application 
of the "Hi Energy Wand Pro 400". 

Before BESA 6 testing, the drinking water of the local water pipe was illuminated with the "Hi 

Energy Wand Pro 400" at the highest intensity for 30 seconds. Then, the drinking water of the 

local water line was brought into the measurement circuit to test it on the subject. All BESA 

tests were performed at the TING points (40 nail fold points on the fingers and toes). 

Goal: To determine the reaction of the meridian system of the subject after confrontation 

with the drinking water of the local water supply energized by the "test object". 

Determination of the differences compared to the BESA 5 tests BEFORE. 

Result: The measurement result shows significant improvements in the meridian end points 

or in the energetic state of the test person. 

100 % in the green area 

Conclution: As the BESA -graphs show, after the application of the test object on the drinking 

water of the local water supply, all measuring points are in the green, optimal or neutral range 

(balanced energy system). The BESA test results in a significant improvement of the energy 

situation in the meridian system of the test person compared to the BESA 5 tests BEFORE. It 

can be seen that the previously tested stresses on the drinking water of the local water supply 

have been neutralized and that the "Hi Energy Wand Pro 400" is able to give the red readings 

(total deregulation) detected in the BESA 5 testing BEFORE the necessary impulse for 

neutralization into a life-promoting range. The comparisons of the BESA graphs confirm the 

change and resolution of the stressed red and blue acupuncture points. 
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Proband 4 

BESA 1 Testing BEFORE 

BESA 1 Testing BASIC BEFORE as status 

Eva Krankl performed a basic BESA measurement on the subject. All BESA tests were 

performed on the TING points (40 nail fold points on the fingers and toes).  

This test person is a person with severe health problems after a stroke. In addition to the BESA 

BASIC test, the current oxygen saturation of the blood was also measured by means of a pulse 

oximeter (on the finger). 

Goal: The creation of a basic test (status) for the representation of the energetic initial 

situation for all further BESA tests. 

 

 

Result:  

100 % in the blue area 

Conclution: As the graphs and the pie chart show, very many measurement results are in the 

blue, degenerative range (energy deficiency). As the picture of the pulse oximeter shows, the 

oxygen saturation was at 90% (ideal value between 90 and 99) and the pulse at 61 

beats/minute. 
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BESA 2 Testing AFTER 

BESA 2 Testing AFTER-after application of the "Hi Energy Wand Pro 400" on the 
test person. 

After the BESA 1 test BASIC, the subject was irradiated for about 2 minutes with the "Hi Energy 

Wand Pro 400" in the area of the 3rd energy center (sacral chakra). All BESA tests were 

performed at the TING points (40 nail fold points on the fingers and toes). In addition to the 

BESA 2 testing AFTER, the current oxygen saturation of the blood was also measured in this 

subject after the application of the "test object" using a pulse oximeter (on the finger). 

Goal: To determine the reaction of the meridian system of the subject after confrontation 

with the light of the "Hi Energy Wand Pro 400". Determination of the differences compared 

to the BESA 1 tests BASIC BEFORE. Determination of the oxygen saturation. 

 

Result: The BESA measurement result shows significant improvements in the meridian end 

points or in the energetic state of the subject. As the picture shows, the oxygen saturation 

also improved to 93% and the pulse to 64 beats/minute. 

100 % in the green area 

Conclution: As the BESA graphs show, there are  

after the application of the test object  

all measurement points are in the green, optimal or  

neutral range. (balanced energy system). The BESA test 

results in a significant improvement of the energy 

situation in the meridian system of the test person compared to the BESA 1 tests BASIC 

BEFORE. It can be seen that the previously tested stresses have been neutralized and the "Hi 

Energy Wand Pro 400" is able to give the deregulated acupuncture points detected in the 

BESA 1 testing BASIC BEFORE the necessary impulse for neutralization into a life-promoting 

range. The comparisons of the BESA graphs confirm the change and resolution of the 

stressed blue acupuncture points. 
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Overview of all BESA tests 
 

Proband 1                                                                                BESA after application of the „Wand 400 Pro“  

  
  

Proband 2 BESA after application of the „Wand 400 Pro“ 

  
  

Proband 3 - BIO Base tea BESA after application of the „Wand 400 Pro“ 

  
BIO banana BESA after application of the „Wand 400 Pro“ 

  
Drinking water of the local water supply BESA after application of the „Wand 400 Pro“ 

  
 

Proband 4 after application of the „Wand 400 Pro“ 
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General information about the test result 

Man represents a kind of receiving antenna for environmental information. This is because 

human life depends fundamentally and exclusively on environmental information. Our 

organism is biologically very sensitive where natural information (fields) are located or where 

this natural information is subject to interactions and fluctuations. For this reason, detected 

informative interference fields are biologically highly relevant. Any reduction or 

transformation of these interference fields (ideally to 100 percent) is biologically very 

important, often even life-decisive. These informational disturbances from our environment 

are only compatible with life if they can be readjusted to a natural fluctuation tolerance. 

Disturbances, problems, blockades, disharmonies in the biological control circuit of the human 

being find their causes in such information influences.  

Energizing or neutralizing effects could be proven in this project P51 8.0 to determine the 

effect of the "Hi Energy Wand Pro 400". The "Hi Energy Wand Pro 400" was able to energize 

or bioenergetically confirm the biologically detrimental effects and effects determined on the 

test persons in their everyday living space.  

The significant ability of the "Hi Energy Wand Pro 400" to energize the degenerative 

interference fields or blockages tested in this project P51 8.0 and the stress factors behind 

them into biological life-promoting goodness is proven with this project.  

 

Authorized Summary 

The BESA tests carried out by IFVBESA on the energetic and physical effectiveness of the "Hi 

Energy Wand Pro 400" have clearly shown that it is capable of energizing and thus balancing 

(neutralizing) biologically significant stress factors in the meridians or at the acupuncture 

points of the test persons. By means of the bioenergetic system analysis, the effect of the 

above-mentioned stress factors on the test persons, their meridian systems and their 

energetic-biological control circuits was questioned and systemically tested on the energetic 

level. The BESA tests BEFORE - AFTER show significant changes at the tested acupuncture 

points at the meridian system of the test persons. The measured data as well as their key 

figures impressively confirm, on the one hand, the stresses that occur on the human organism 

and, on the other hand, clarify how, after application of the "Hi Energy Wand Pro 400", the 

deregulating energies are transformed into body-immanent and biocompatible energies.  

From a holistic point of view, it may be assumed that the positive effect on the test persons 

also occurs in other people. That the positive influence by the "Hi Energy Wand Pro 400" is 

actually possible with high precision is clearly shown by this test through the BESA-PRE-AFTER-

AFTER comparison. All measured values improved significantly from the mostly 100-percent 

blue measuring range to the green mostly 50-second range (scale value), i.e. the range of 
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optimal measured values. This means that an optimal regulation dynamic has taken place. 

Here, in the sense of IFVBESA, one can clearly speak of an optimal, significant improvement of 

the body's own energy situation. 

result 

The test persons were brought into contact with stressed objects during the BESA-NACHHER 

test. In contrast to the BEFORE tests, in which the "Hi Energy Wand Pro 400" was not used, 

positive measurement results were found throughout, indicating that energization 

(neutralization) had taken place. The regulation dynamics developed into an optimal effective 

range. 

 

 

By demonstrating the energy efficiency of the test object, the "Hi Energy Wand 
Pro 400" in this P51 8.0 project, the requirements for obtaining a BESA seal of 
approval from the International Professional Association for BESA were met. 
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